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¼ƠĻŐĔıĻ 
 
ÊřĔŻů ǐƃƱ ŐƃƠ ıřƃƃƤŝŻőÃ oƝƠƃķƱıƬƤèĻ ĔƠĻ ƝųĻĔƤĻķ Ƭƃ ƝƠƃǉŝķĻ ǐƃƱ ŐŝƠƤƬıųĔƤƤ ƝƠƃķƱıƬƤ ĔŻķ ĻǏıĻƝƬŝƃŻĔų ƤĻƠǉŝıĻ 

ÊřŝƤ ŹĔŻƱĔųƝƠƃǉŝķĻƤŝŻŐƃƠŹĔƬŝƃŻĔİƃƱƬŝŻƤƬĔųųĔƬŝƃŻ ƃƝĻƠĔƬŝƃŻ ŹĔŝŻƬĻŻĔŻıĻ ƬƠƃƱİųĻƤřƃƃƬŝŻő ĔŻķ ƤĔŐĻƬǐ ¼ųĻĔƤĻ ŐƃųųƃǊ ƬřĻ
ŝŻƤƬƠƱıƬŝƃŻƤ ƃŐ ƬřŝƤ ŹĔŻƱĔų Ƥƃ ƬřĔƬ ǊĻ ıĔŻ ĻŻƤƱƠĻ ķĻųŝǉĻƠǐ ƃŐ ƃƱƠ ƝƠƃŐĻƤƤŝƃŻĔų őƱŝķĔŻıĻ ĔŻķ ǊřƃųĻřĻĔƠƬĻķ ƤĻƠǉŝıĻ 

<ƱƤƬƃŹĻƠƃƠŝĻŻƬĔƬŝƃŻ ŝƤ ƃƱƠ ŐƃƠĻǉĻƠ ıƃŹŹŝƬŹĻŻƬ èĻ řƃƝĻ ƬřŝƤ ķƃıƱŹĻŻƬ ƝƠƃǉĻƤ Ƭƃ İĻ ƃŐ őƠĻĔƬ ĔƤƤŝƤƬĔŻıĻ ŝŻ ǐƃƱƠ ūƃƱƠŻĻǐ ŐƃƠ Ĕ
ıųĻĔŻĻƠĔŻķőƠĻĻŻĻƠ ǊƃƠųķ 

èĻ ŹĔůĻ ıƃŻƤƬĔŻƬ ŝŹƝƠƃǉĻŹĻŻƬƤ ƃŻ ƬřĻ ƝƠƃķƱıƬƤ ĔŻķ ƬřĻŝƠ ķƃıƱŹĻŻƬĔƬŝƃŻ ÊřŝƤ ŹĔŻƱĔų ŝƤ ƤƱİūĻıƬ Ƭƃ ıřĔŻőĻ ǊŝƬřƃƱƬ ŻƃƬŝıĻ 

ƬřĻƤĻ ıřĔŻőĻƤ Ǌŝųų İĻ ŝŻıƃƠƝƃƠĔƬĻķ ŝŻ ŻĻǊ ĻķŝƬŝƃŻƤ ƃŐ ƬřĻ ƝƱİųŝıĔƬŝƃŻÊƃ ĔııĻƤƤ ƬřĻųĔƬĻƤƬķƃıƱŹĻŻƬĔƬŝƃŻǉŝƤŝƬ ƬřĻÃ oǊĻİƤŝƬĻ
ĔƬřƬƬƝƤ ǊǊǊ ƤĔūĻųĻıƬƠŝı ıƃŹ 

 

YƱĔŻőǘřƃƱ ÃĔŻūŝŻő FųĻıƬƠŝı <ƃ sƬķ 
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 ;ĻŐƃƠĻ ŝŻƤƬĔųųŝŻő ƱƤŝŻőƃƠŹĔŝŻƬĔŝŻŝŻő ƬřŝƤ ĻƟƱŝƝŹĻŻƬ ƠĻĔķ ƬřĻ ƤĔŐĻƬǐ ƝƠĻıĔƱƬŝƃŻƤ ƬřƃƠƃƱőřųǐ ĔŻķ ıƃŹƝųǐ ǊŝƬř ƬřĻŹ
ķƱƠŝŻő ƃƝĻƠĔƬŝƃŻƤ 

 XĔŝųƱƠĻ Ƭƃ ŐƃųųƃǊ ĔŻǐ ƃŐ ƬřĻ ŝŻƤƬƠƱıƬŝƃŻƤĔŻķǊĔƠŻŝŻőƤ ŝŻ ƬřŝƤ ķƃıƱŹĻŻƬŹĔǐƠĻƤƱųƬ ŝŻ ĻųĻıƬƠŝıĔų Ƥřƃıů ƤĻƠŝƃƱƤ ŝŻūƱƠǐ ƃƠ
ķĻĔƬřĔŻķ ŹĔǐķĔŹĔőĻ ƬřĻ ĻƟƱŝƝŹĻŻƬ ƝƃƬĻŻƬŝĔųųǐ ƠĻŻķĻƠŝŻő ŝƬ ŝŻƃƝĻƠĔİųĻ Ã o ƤřĔųų ŻƃƬ İĻ řĻųķ ƠĻƤƝƃŻƤŝİųĻ ŐƃƠ ĔŻǐ
ƝĻƠƤƃŻĔų ŝŻūƱƠŝĻƤ ƃƠ ƝƠƃƝĻƠƬǐ ķĔŹĔőĻ ıĔƱƤĻķ İǐ ŝŹƝƠƃƝĻƠ ƱƤĻ 

 
1.1.  ĖũƗƒƒĿŃƊĝũėƗşġšƒ 
1.1.1. Overview 

This user manual describes instructions and detailed procedures for installing, operating, maintaining, and 
troubleshooting the following SAJ inverters:  

H2- 5K- LS3- US H2- 7.6K- LS3- US 

H2- 9.6K- LS4- US H2- 11.4K- LS4- US 

Please read this manual carefully before installations and operations. Always keep this manual available in 
case of emergency and maintenance purposes.  

 

1.1.2. Target audience  

This manual is intended for qualified personnel who need to install, operate, maintain, and troubleshoot 
inverters and related system components. Qualified personnel should have the necessary training, 
knowledge, and experience in:  

¶ Installing electrical equipment.  

¶ Applying all applicable installation tools . 

¶ Analyzing and reducing hazards involved in electrical work.  

¶ Installing and configuring batteries.  

¶ Selecting and using Personal Protective Equipment  (PPE). 

Battery service must only be performed or supervised by qualified personnel with knowledge of batteries 
and their required precautions.  
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1.2. ÃúĶġƒƶ 
 CAUTION 

 Only ƅƗúřŃĶŃġĝ úšĝ ƒƆúŃšġĝ ġřġėƒƆŃėŃúšƊ ưĿũ ĿúƯġ Ɔġúĝ úšĝ ĶƗřřƶ ƗšĝġƆƊƒũũĝ ƒĿġ ƊúĶġƒƶ ƆġķƗřúƒŃũšƊ Ńš ƒĿŃƊ
şúšƗúř şúƶ ŃšƊƒúřř̙ şúŃšƒúŃš̙ ũƆ ƆġƃúŃƆ ƒĿġ ġƅƗŃƃşġšƒ̘ 

  ėėġƊƊ to the equipment requires the use of a tool, lock, and key, or other security measures.  

1.2.1. Safety levels 

 DANGER 

DANGER indicates a hazardous situation which, if not avoided, will result in death or serious injury.  

 
 WARNING 

WARNING indicates  a hazardous situation which, if not avoided, will  result in serious or moderate injury.  

 
 CAUTION 

CAUTION indicates a hazardous situation  which, if not avoided, will  result in minor or moderate injury.  

 

 NOTICE 

NOTICE indicates a situation  which, if not avoided, will  result in potential damage . 

1.2.2. Symbol explanation  

Symbol  Description  

 

DANGER: Electric Shock Hazard  
This device is connected directly to the public  grid . Failure to follow the warnings in this 
manual could result in severe electric shock.  

 

DANGER: Hot Surface  
The components inside the inverter battery will release a lot of heat during operation. 
Do not touch metal plate housing during operating.  
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WARNING:  No Open Flames  
Maintain a safe distance from all flammable and explosive materials.  

 

CAUTION: Wait For 5 Minutes  
Risk of electric shock from energy stored in capacitor. Do not remove cover until 5 
minutes after disconnecting all sources of supply.  

 

NOTICE: Keep Away from Children  
Install the product out of reach of children.  

 

NOTICE: Consult Manual Before Servicing  
Check the user manual before servicing. If a n error has occurred , refer to the 
troubleshooting chapter  to remedy the error.  

 

NOTICE: Dispose of Device  Properly  
This device shall NOT be disposed of in residential waste.  

 

NOTICE: Dispose of Battery Properly  
This battery module shall NOT be disposed of in residential waste . 

 

CE mark  
Equipment with the CE mark fulfills the requirements of the Low Voltage Directive and 
Electro Magnetic Compatibility.  

 

ETL mark  
The ETL Mark is proof of product compliance to North American safety standards.  

 

RoHS compliant mark  
Equipment with the RoHS mark does not exceed the allowable amounts of the 
restricted substances defined in Restriction of Hazardous Substances in Electrical and 
Electronic Equipment . 

 

RCM compliant mark  
Equipment with the RCM mark is in compliance with AS/NZS 4417.1 & 2 and the EESS. 

 

Recyclable  
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1.2.3. Safety instructions  

For your safety , read all safety instructions before beginning any work , and ensure all procedures comply 
with local and national regulations.  

 DANGER 

 Risk of fatal personnel injuries due to electrical shock and high voltage.  

 Do not touch the surface of the inverter while the housing is wet, otherwise, it might cause 
electrical shock.  

 Do not touch the operating component of the inverter; it might result in burning or death.  

 Do not stay close to the inverter while there are severe weather conditions including storms, 
lightning, etc.  

 Before opening the housing, the inverter must be disconnected from the grid and PV array; wait 
for at least five minutes to let the energy storage capacitors completely discharge after 
disconnecting from power source.   

 
 WARNING 

 Do not touch non - insulated parts or cables.  

 Do not short - circuit the positive (+) and negative ( - ) terminals.  

 Disconnect the PV array from the inverter by using an external disconnecting device. If no 
external disconnection device is available, wait until no more DC power is applied to the inverter.  

 Any unauthorized actions including modification of product functionality may cause lethal hazard 
to the operator, third parties, the units or their property. SAJ shall not be held responsible for  the 
loss and these warranty claims.  

 
 NOTICE 

 Make sure the AC input voltage and current are compatible with the rated voltage and current 
of the inverter; otherwise, components might be damaged, or the device cannot work properly.  

 Moving or reinstalling the inverter to another location might void the warranty without prior 
written permission from SAJ. 
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2.1. YġšġƆúřŃšƒƆũĝƗėƒŃũš 
The H2 series is a transformer - less, low- voltage hybrid solar inverter and serves as a core component in 
energy storage systems.  The H2 inverters provide the following features:   

 The inverter integrates  maximum power point tracking (MPPT) , battery charging/discharging circuit 
and full - bridge inverting circuit.  

 The inverter  converts solar power to grid - compliant AC power for home loads and sell s extra power 
to the grid. The solar power can also be stored into the battery for later use during  grid failures  or 
peak electricity price period s. 

 When power outage occurs, the inverter seamlessly switches critical loads to battery power without 
supply interruption.  

 The inverter o ffers three operating modes to suit different user needs and environments:  

-  Self- consumption Mode : The basic working mode. Power generated by PV will be first 
supplied to the load, and then to the battery before exporting the remaining power to the grid.  

-  Time- of - use Mode : This mode sets the charging and discharging periods of batteries 
according to the electricity price diffe rence between peak and valley periods of the local grid.  

-  Back- up Mode : Battery will be fully charged and will not be discharged  until there is a mains 

error.  

 
 

 

 

 

 

 

 

 

 

 

 

 

Figure 2.1. Application topology  
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2.2. yũĝġřĝġƊėƆŃƃƒŃũš 
2.2.1. Product models 

The H2 series low- voltage single - phase inverter is available in the following models:  

¶ H2- 5K- LS3- US ¶ H2- 7.6K- LS3- US 

¶ H2- 9.6K- LS4- US ¶ H2- 11.4K- LS4- US 

2.2.2. Model description  

H2 -  xK -  LS3 -  US 

H2 -  xK -  LS4 -  US 
H2: Inverter series . 

xK: Rated power of the inverter. For example, 5K indicates the rated power of the inverter is 5 kW.  

LS3: Low voltage , single- phase inverter  with 3 MPPT. 

LS4: Low voltage , single- phase inverter  with 4 MPPT. 

US: This model is applicable to the United States.  

2.3. BŃşġšƊŃũš 
Dimension (H x W x D): 810 x 470 x 247 mm (31.89 x 18.50 x 9.72 inches) 

470 mm (18.504") 247 mm (9.724")

81
0 

m
m

 (
31

.8
9"

)

 

Figure 2.2. Inverter d imension 
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2.4. ;ũƒƒũş ƯŃġư 

1

2

3    4    5    6   7    8

9

 
Figure 2.3. Bottom view of the inverter  

 

Callout  Silkscreen  Description  

1 B< ÃưŃƒėĿ DC switch which controls  the PV connection.  

2 ʤY̩èaXa For connecting to  a 4G or Wi- Fi communication module.  

3 ¼ç For connecting to PV cables. 

4 <¢y For connecting to  communication  cables. 

5 ; ÊÊF¿î XũƆėũššġėƒŃšķ ƒũĖúƒƒġƆƶ ėúĖřġƊ ̘

6 YF{ For connecting to  generator cables . 

7 s¢ B XũƆėũššġėƒŃšķ ƒũřũúĝ ėúĖřġƊ ̘

8 Y¿aB For connecting to  grid cable s. 

9 ¢{̩¢XX Start button. P ress this button  to start or shut down the inverter . 

Table 2.1. Description of bottom - view silkscreen 
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2.559"

(65 mm)
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Figure 2.4. Dimension of knockout holes  
 

qšũėŕũƗƒ Ŀũřġ BŃşġšƊŃũš qšũėŕũƗƒ Ŀũřġ BŃşġšƊŃũš 

¼ç ʏʥʠ̘ʣşş ʏ̸ʡ̘ʩʨ̹͛ <¢y ʏʣʤ̘ʥşş ʏ̸ʡ̘ʣʥʨ̹͛ 

; ÊÊF¿î ʏʥʠ̘ʣşş ʏ̸ʡ̘ʩʨ̹͛ YF{ ʏʥʠ̘ʣşş ʏ̸ʡ̘ʩʨ̹͛ 

s¢ B ʏʥʠ̘ʣşş ʏ̸ʡ̘ʩʨ̹͛ Y¿aB ʏʥʠ̘ʣşş ʏ̸ʡ̘ʩʨ̹͛ 

Table 2.2. Dimension of knockout holes  
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2.5. FřġėƒƆŃėúřƒġƆşŃšúřƊ 

1         2      3    4     5   6  7
 

Figure 2.5. Electrical terminals in the junction box  
 

Callout  Silkscreen  Description  

1 PV1 / PV2 / PV3 / PV4 Photovoltaic DC input terminals.  

2 BAT+ / BAT-  Battery positive and negative terminals.  

3  Protective earth  terminals.  

4 GEN Generator  connection terminals L1 and L2. 

5 LOAD Load connection terminals L1 and L2. 

6 N Neutral terminals for GEN, LOAD, GRID. 

7 GRID Grid connection terminals L1 and L2. 

 
Table 2.3. Description of electrical terminals  
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2.6. sFBŃšĝŃėúƒũƆƊ 

 
Figure 2.6. LED indicators  

 

LED indicator  Status  Description  

 Off  The inverter is powered off.  

 Breathing 6s  The inverter is in initialization or standby state.  

 Solid on The inverter is working properly.  

 Breathing 6s The inverter is upgrad ing. 

 Solid on The inverter is not working properly.  
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System 

Solid on The battery is importing electricity from the grid . 

On 1s, off 1s The battery is exporting electricity to  the grid . 

On 1s, off 3s No electricity is imported from or exported to the grid . 

Off  The inverter is disconnected from the grid.  

 
Battery  

Solid on The battery is in discharging status . 

On 1s, off 1s The battery is in charging status . 

Off  The battery is disconnected or inactive.  

 
Grid 

Solid on The grid is connected  and is working properly . 

On 1s, off 1s The inverter is trying to connect to the grid.  

On 1s, off 3s The grid is not working properly.  

Off  No grid is detected.  

 
PV 

Solid on The PV array is working properly.  

On 1s, off 1s The PV array is not working properly.  

Off  The PV array is not working.  

 
Backup 

Solid on The AC- side load is working  properly.  

On 1s, off 1s The AC- side load is overloaded.  

Off  The AC- side load is disconnected or off.  

 
Communication  

Solid on In good communication with both the meter  and BMS. 

On 1s, off 1s In good communication with the meter but l ost communication with the  BMS. 

On 1s, off 3s In good communication with the BMS but l ost communication with the  meter . 

Off  Lost communication with the meter  and the BMS. 

 
Cloud 

Solid on The inverter is connected to the cloud.  

On 1s, off 1s The inverter is trying to connect to the cloud.  

Off  The inverter is disconnected from the cloud . 

Table 2.2. Description  of the LED indicator  statu s 
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3.1. ÊƆúšƊƃũƆƒúƒŃũš 
 

 WARNING 

 Do not drill holes into the product or its housing for any transportation - related purpose. Such modifications can damage 
the structural integrity and functionality of the device.  

 Do not stack more than four cartons of inverters i n a single pile. 
 Ensure that transport vehicles are not overloaded and that weight is distributed evenly.  
 Maintain stable driving conditions throughout transportation  ́ avoid sudden acceleration, deceleration, or severe 

shaking. 
 The weight of the inverter adheres to local regulations regarding manual handling requirements. Assign sufficient 

personnel for moving operations to avoid injury.  
 Wear suitable protective gloves when manually handling equipment.  
 When lifting the inverter, grip it firmly at the designated handles and support the base. Keep the unit level to avoid 

dropping.  
 Use professional lifting and handling equipment operated by trained personnel with relevant skills and experience.  

 

 NOTICE 

 The transportation service provider must be certified for handling and transporting inverters.  
 All transportation equipment must be adequately prepared and inspected by authorized professional organizations to 

verify compliance and suitability.  
 Inverters must be placed in their original packaging or specially designed transport packaging.  
 Packaging materials should possess sufficient strength and cushioning properties to prevent damage from impact or 

compression during trans portation . 
 Securely fasten inverters within the packaging to prevent movement during transportation. For larger or heavier units, 

use additional restraints or fixing devices as necessary.  
 Observe all safety symbols displayed on the packaging prior to and during transportation.  
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3.2. ÃƒũƆúķġ 
 

 WARNING 

 Do not unpack the inverter if it is not used immediately.  
 Do not store the inverter in areas exposed to direct sunlight, rain, strong electric fields, or high humidity. Such condition s 

can cause overheating, electrical failure, or corrosion.  
 Do not store inverters near chemically corrosive substances or in locations prone to pests or rodents. These can cause 

irreversible damage to housing and internal components.  
 Do not stack more tha n four cartons of i nverters in a single pile.  Improper stacking may result in personal injury or device 

damage. 
 Do not place heavy objects on top of the inverters. Crushing may deform the housing or damage internal component s. 
 Do not tilt or invert the packaging. Maintain the upright orientation as indicated on the carton to prevent internal 

displacement or component stress.  

 

 NOTICE 

 The storage temperature must remain between -ʣʠϿ ƒũ ΨʦʥϿ ̸-ʢʢЀ ƒũ ΨʡʤʩЀ̹̙ ưŃƒĿ ƆġřúƒŃƯġ ĿƗşŃĝŃƒƶ Ėġƒưġġš ʥχ úšĝ
95% (non- condensing).  

 Store inverters in a clean, dry, and well - ventilated area to avoid moisture buildup and overheating.  
 Retain the original packaging with desiccants when storing inverters. Repackage properly if necessary.  
 Regularly inspect stored inverters every three months. Check for environmental damage, pest intrusion, or packaging 

degradation.  
 Promptly replace any packaging materials that have been damaged by insects or rodents.  
 If an inverter has been stored for two years or longer, it must undergo inspection and functional testing by qualified 

personnel before being commissioned.  
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4.1. ¼ƆġėúƗƒŃũšƊ 
For safety, read all safety instructions carefully before performing any work and comply with all applicable 
rules and regulations in the country or region where the product  is installed. 

 B {YF¿ 

 Risk of fatal electric shock or fire.  
 Keep the inverter away from flammable and explosive materials.  

 

 {¢Êa<F 

 Installation in unsuitable or non - compliant environments may reduce the inverter's service life.  
 Avoid installing the inverter in direct, intense sunlight.  
 Ensure the installation site is well - ventilated.  

 

4.2. ašƊƒúřřúƒŃũšĝŃúķƆúş 

 
Figure 4.1. Applicable scenario  
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The following installation practices must be avoided. Any resulting damage will not be covered under 
warranty.  

¶ Do not conne ct a single PV string to multiple inverters.  

¶ Do not connec t a single battery stack to multiple inverters . 

 
 

 

¶ Do not con nect the back - up side to any AC generator . 

¶ Do not conn ect the b ack- up side to the grid . 

 
Figure 4.2. Non- applicable scenarios  
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4.3. <ĿũũƊġŃšƊƒúřřúƒŃũšƊŃƒġ 
Read the following sections to carefully select a suitable installation site.  

Note : safety regulations may differ across countries and regions. Always comply with all applicable local 
safety requirements.  

4.3.1. Installation environment requirements  

 

Figure 4.3. Installation  location  

¶ Do not expose the device to direct solar irradiation as this could cause power derating due to 
overheating.  

¶ The installation environment must be free of inflammable or explosive materials.  

¶ The device must be installed in a place away from heat source s. 

¶ Do not install the device at a place where the temperature changes extremely.  

¶ Keep the device away from children.  

¶ Do not install the device in the bedroom, toilet, or bathroom.  

¶ When installing the device at the garage, keep it away from the driveway.  

¶ Keep the device from water sources such as taps, sewer pipes and sprinklers to prevent water 
seepage. 

¶ It is recommended that the device be installed in an area where its status can be easily checked and  
maintained in case of failure or emergency.  

  

Keep away from sunlight Keep dry Keep it clear of snow Sun Rain Accmulated snow
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4.3.2. Installation position requirements  

¶ The device employs natural convection cooling, and it can be installed indoor s or outdoor s. 
-  Indoor  requirement  

The battery connected to the device cannot  be installed in the habitable rooms.  
-  Outdoor  requirement  

Elevate the unit appropriately from the ground to avoid immersion in water . 
The exact height should be determined based on the conditions of the installation site.  

¶ Install the device vertically . The maximum allowable backward - tilted angle is 15 degrees.  
¶ Do not install it forward - tilted, horizontally or upside down . 

y íʡʥϵ

¦Ś ¦Ś ¦  
Figure 4.4. Installation  position  

¶ Select a solid and flat wall capable of supporting the total weight of the inverter and all associated 
accessories to ensure secure mounting.  

¶ Maintain sufficient clearance around the inverter to allow for adequate airflow. This is especially 
important when installing multiple  inverters  in the same location .

19.69 in
500 mm

19.69 in
500 mm

19.69 in
500 mm

19.69 in
500 mm

19.69 in
500 mm

 
Figure 4.5. Installation  clearance 
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4.4. ¼ƆġƃúƆġŃšƊƒúřřúƒŃũšƒũũřƊ 
The installation tools  below  are for your reference. Tools include but are not limited to the following 

recommended ones. You may use other auxiliary tools based on site requirements . 

Marker Measuring tape Utility knife
Multimeter 

Measurement 
range:  1100 V DC

Wrist strap

Protective gloves Dust mask Earplugs Goggles Insulated shoes

Vacuum cleaner Heat shrink tubing Heat gun Hammer drill 
Drill bit: ʟ10

Rubber mallet

Electric screwdriver 
Tool bit: M4

Phillips screwdriver 
Specification: M4

Wire stripper Hydraulic plier
Crimping tool 

Crimping range: 2.5 - 6 
mm

Wrenchfor MC4 
terminal Wire clipper RJ45 crimping tool Flat- blade  

screwdriver M2
Torx screwdriver TX30

Socket wrenches

 

Figure 4.6. Suggested  installation tools  
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4.5. ÏšƃúėŕŃšķ 
4.5.1. Check the outer packing 

Althou gh all SAJ products undergo rigorous testing and inspection prior to shipment, damage may 
occasionally occur during trans portation . Upon receipt, perform the following checks:  

¶ Check the outer packaging for any damage, such as holes and cracks. 

¶ Check equipment model matches your order.  

If any serious damage is found or the model is not what you reques ted, do not  unpack the product . 

Please contact your dealer immediately.  

4.5.2. Check the package contents  

1. Verify that the shipment contains everything that you expected to receive. Contact after - sales if there 
are missing or damaged components.  

2. Place the connectors separately after unpacking to avoid confusion for c able connection.  

 

 
 

 

H2 Inverter  Mounting plate  Communication module  Flathead t ool  

  
  

Key x4 Allen wrench  
M6*50 screw x8 

Expansion tube x8 
Hex wrench  

  

  

Current transformer x2 Printed d ocuments    
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4.6. ašƊƒúřřƒĿġŃšƯġƆƒġƆ 
Before you start  
Make sure that the wall is solid and flat enough to  bear the weight of the inverter and accessories.  

Procedure  

Step 1. Use a positioning jig to mark eight holes on the wall according to the following figure. Then, drill 
eight holes on the wall.   

Alternatively,  you can place the mounting plate onto the wall and mark upper six holes and place 
the inverter onto the wall to mark the bottom two holes.  

Note s:  
¶ Reserve enough distance at the  inverter  bottom for installing the metal cable conduits.  
¶ The upper six holes are reserved for installing the upper mounting plate while the bottom two holes 

are for the bottom locking bracket s of the inverter . 

60mm

(2.362")

150mm(5.906")150mm(5.906")

38
5m

m
(1

5.
16

")

70
0m

m
(2

7.
56

")

345mm(13.583")

8m
m

(0
.3

15
") 11mm(0.433")

ʏʨşş̸ʠ̘ʣʡʥ̹͛

8mm
(0.315")

18mm
(0.709")

 
Figure 4.7. Eight holes  for installing the mounting bracket  
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Step 2. Use six M6*50 screws to secure the mounting plate to the wall.  

M6*50 x6

 
Figure 4.8. Insert expansion tubes into the holes  

 
Step 3. Mount  the inverter onto the mounting plate.  

Insert two M6*50 screws on each bottom side of the inverter to secure it to the wall.  

M6*50
ʡ̘ʢ̾ʡ̘ʥ {̡ş

 
Figure 4.9. Secure the bottom locking brackets  

 

Step 4. If required, install metal conduits to the knockout holes at the bottom of the inverter.  
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4.7. ašƊƒúřřƒĿġĖúƒƒġƆƶ 

 
 
 
 
 
 
 
 
 
 

The H2 series inverter is compatible with the following SAJ batteries . For details  on installing the battery , 
refer to the corresponding battery User Manual.  

;Ɔúšĝ <ũşƃúƒŃĖřġ ĖúƒƒġƆƶşũĝġřƊ 

Ã o ;ʢ̾ʥ̘ʠ̾sçʡ̙ ;ʢʥ̘̾ʠ̾sçʢ;̙ʣ̾ʥ̘ʠ̾sç 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 CAUTION 

 Do not  connect the positive port (BAT+) to the negative port (BAT - ) of the battery. This will 
short - circuit the battery and cause serious damage.  

 NOTICE 

 The H2 series inverter is only compatible with the batteries listed below. Using any other untested 
battery might cause damage to the inverter and thus void the inverter warranty.  

 To comply with regulations, install a battery isolato Ɔ ΰʧʠ šġúƆ ƒĿġ ŃšƯġƆƒġƆ̘ ÊĿŃƊ ŃƊ šũƒ ƆġƅƗŃƆġĝ
when using the SAJ B2 ĖúƒƒġƆƶ şũĝġř ̸;ʢʥ̘̾ʠ̾sçʡ ũƆ ;ʢʥ̘̾ʠ̾sçʢ̹̙ úƊ Ńƒ ŃšėũƆƃũƆúƒġƊ ú ĖƗŃřƒŃ̾š
B< ŃƊũřúƒũƆ ưŃƒĿŃš ŃƒƊ řũưƯ̾ũřƒúķġ ĖũƵ ƗšŃƒ̘ 
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5.1. ÃúĶġƒƶŃšƊƒƆƗėƒŃũšƊ 

B {YF¿ 

Dangerous to life due to potential fire or electricity shock.  
 Do not install the inverter near any inflammable or explosive items.  
 Ensure that the equipment is powered off before performing any wiring operations.  
 When powered on, the equipment should be in conformity with national rules and regulations.  
 Operations  must be operated by qualified technicians in accordance with local and national power 
grid standards and regulations.  
 Technicians must be aware that the inverter is a bi - power supply equipment. Before connecting , 
technicians must wear necessary protective equipment, including insulation  gloves, insulation shoes, 
and a safety helmet.  
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5.2. ÃƶƊƒġş ėũššġėƒŃũš úšĝ Ɔġėũşşġšĝġĝ ėúĖřġ řŃƊƒ 
For safety operation and regulation compliance, circuit breakers should be installed between devices . 

Prepare appropriate circuit breakers and cables based on different connection scenarios. Check the 

recommended size in the following tables. You may choose other sizes based on real needs.  

 
Figure 5.1. System connection diagram  

PV

Grid

Normal
Loads

Backup
Loads

Distribution box

Meter

BMS

GEN

LOAD

CT1

CT2

GRID

PV1+

PV1-

PV2+

PV2-

PV3+

PV3-

PV4+

PV4-

BAT+

BAT-
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Model  

 
DC breaker 

for  
battery  

 
AC breaker  

for 
generator  

 
AC breaker 

for  
backup loads  

 
AC breaker 

for  
grid  

 
AC breaker  

for  
normal loads/  
smart meter  

 
AC breaker 

for  
utility meter  

 
RCD 
for 
grid  

 
RCD 
For  

normal and 
backup loads  

^ʢ̾ʥq̾sÃʣ̾ÏÃ ʢʠʠ ̩ʦʠç ʣʢ ʢ̩ʤʠç 

ašƒġķƆúƒġĝ
ʢʠʠ ĖƆġúŕġƆ ̘
{ũ úĝĝŃƒŃũšúř
 < ĖƆġúŕġƆ ŃƊ
ƆġƅƗŃƆġĝ ̘

ʢʠʠ ʢ̩ʤʠç 

BġƃġšĝƊ ũš
řũúĝƊ úšĝ
şġƒġƆ 

Main breaker  
300 mA 

RCD 
30 mA 
RCD 

^ʢ̾ʧ̘ʦqs̾Ãʣ̾ÏÃ ʢʠʠ ̩ʦʠç ʤʠ ʢ̩ʤʠç ʢʠʠ ʢ̩ʤʠç 

^ʢ̾ʩ̘ʦqs̾Ãʤ̾ÏÃ ʣʠʠ ̩ʦʠç ʥʠ ʢ̩ʤʠç ʢʠʠ ʢ̩ʤʠç 

^ʢ̾ʡʢq̾sÃʤ̾ÏÃ ʣʠʠ ̩ʦʠç ʦʣ ʢ̩ʤʠç ʢʠʠ ʢ̩ʤʠç 

Table 5.1. Recommended specifications for circuit breakers and RCD  

Cable 
̸ʩʠϿ̙ <ũƃƃġƆ̹ 

¿ġėũşşġšĝġĝ ėƆũƊƊƊ̾ġėƒŃũšúř úƆġú 
Stripping Length  

^ʢ̾ʥq̾sÃʣ̾ÏÃ ^ʢ̾ʧ̘ʦqs̾Ãʣ̾ÏÃ ^ʢ̾ʩ̘ʦqs̾Ãʤ̾ÏÃ ^ʢ̾ʡʢq̾sÃʤ̾ÏÃ 

Ground ʦ şş˲ ̩ ʡʠ  èY ʨ şş˲ ̩ ʨ  èY ʡʠ şş˲ ̩ ʦ  èY ʡʠ şş˲ ̩ ʦ  èY 15 mm / 0.59 inch  

PV ʦ şş˲ ̩ ʡʠ  èY ʦ şş˲ ̩ ʡʠ  èY ʦ şş˲ ̩ ʡʠ  èY ʦ şş˲ ̩ ʡʠ  èY ʢʠ şş ̩ ʠ̘ʧʩinch 

Battery  ʧʠ şş˲ ̩ ʢ̩ʠ  èY ʧʠ şş˲ ̩ ʢ̩ʠ  èY ʩʥşş˲ ̩ ʤ̩ʠ  èY ʩʥşş˲ ̩ ʤ̩ʠ  èY ʢʠ şş ̩ ʠ̘ʧʩinch 

GEN ʦ şş˲ ̩ ʡʠ  èY ʨ şş˲ ̩ ʨ  èY ʡʠ şş˲ ̩ ʦ  èY ʡʠ şş˲ ̩ ʦ  èY 10 mm /  0.39 inch 

LOAD ʦ şş˲ ̩ ʡʠ  èY ʨ şş˲ ̩ ʨ  èY ʡʠ şş˲ ̩ ʦ  èY ʡʠ şş˲ ̩ ʦ  èY ʢʠ şş ̩ ʠ̘ʧʩinch 

GRID ʦ şş˲ ̩ ʡʠ  èY ʨ şş˲ ̩ ʨ  èY ʡʠ şş˲ ̩ ʦ  èY ʡʠ şş˲ ̩ ʦ  èY ʢʠ şş ̩ ʠ̘ʧʩinch 

Table 5.2. Recommended specification and stripping length for cables  

 

 NOTICE 

¶  š Ńšĝġƃġšĝġšƒ ƒưũƃ̾ũřġ ėŃƆėƗŃƒ ĖƆġúŕġƆ şƗƊƒ Ėġ ŃšƊƒúřřġĝ ũš ƒĿġ  < ƊŃĝġ ũĶ ƒĿġ ŃšƯġƆƒġƆ ƒũ ġšƊƗƆġ ƊúĶġ ĝŃƊėũššġėƒŃũš ĶƆũş ƒĿġ ķƆŃĝ̘ 

¶ Bũ šũƒ ėũššġėƒ şƗřƒŃƃřġ ŃšƯġƆƒġƆƊ ƒũ ũšġėŃƆėƗŃƒĖƆġúŕġƆ̘ 
¶ aĶ ƒĿġ ŃšƯġƆƒġƆ ŃƊ ŃšƊƒúřřġĝ ĶúƆ úưúƶ ĶƆũş ƒĿġ ķƆŃĝ ėũššġėƒŃũš ƃũŃšƒ̙ Ɗġřġėƒ ú řúƆķġƆ ėúĖřġ ƊŃƾġ ƒũ ġšƊƗƆġ ƒĿúƒ ƒĿġ Ưũřƒúķġ ĝƆũƃƊ ĶƆũş

ƒĿġ ķƆŃĝ ėũššġėƒŃũš ƃũŃšƒ ƒũ ƒĿġ ŃšƯġƆƒġƆ ŃƊ ưŃƒĿŃš ʢχ ũĶ ƒĿġ ķƆŃĝ Ưũřƒúķġ̘ 
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5.3. <ũššġėƒ ƒĿġķƆũƗšĝŃšķėúĖřġ 

{¢Êa<F 

The inverter cannot be used with functionally earthed PV Arrays.  

About this task  
¶ The grounding cable must be connected before other electrical connections.  
¶ The cable needs to be prepared by the user.  
¶ Choose appropriate cable according to the recommended cable list  below or in Section  5.2. You 

may use other  sizes based on real needs. 

Procedure  
Step 1. Choose the appropriate cables according to the following table . 

Table 5.3. Recommended specification for grounding cables  

Step 2. Assemble the cable and OT/DT terminal . 

1 2

 
 

 

Figure 5.2. Preparing  the grounding  cable 

Step 3. ¿ġşũƯġ ƒĿġ ƊėƆġư ũš ƒĿġ ķƆũƗšĝ ƒġƆşŃšúř úšĝ ƊġėƗƆġ ƒĿġ ėúĖřġ̘ 

 
Figure 5.3. Connecting  the grounding cable  

Cable 
̸ʩʠϿ̙ <ũƃƃġƆ̹ 

¿ġėũşşġšĝġĝ ėƆũƊƊƊ̾ġėƒŃũšúř úƆġú Stripping  
Length  

¿ġėũşşġšĝġĝ 
ƒũƆƅƗġ H2- 5K- LS3- US H2- 7.6K - LS3- US H2- 9.6K - LS4- US H2- 12K - LS4- US 

Ground ʦ şş˲ ̩ ʡʠ  èY ʨ şş˲ ̩ ʨ  èY ʡʠ şş˲ ̩ ʦ  èY ʡʠ şş˲ ̩ ʦ  èY 15 mm / 0.59 inch  2 {̡ş / 17.70 LB- IN 

1 Heat shrink tube  2 OT/DT terminal  
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5.4. ¢ƃġš ƒĿġőƗšėƒŃũšĖũƵ ũĶ ƒĿġŃšƯġƆƒġƆ 
Procedure  

Step 1. Use the provided key to open the two locks on the right side of the inverter. Then, lift  the cover  
leftwards . 

 
Figure 5.4. Opening  the junction box  

Step 2. Loosen the four  screws to unlock the internal  plate . Lift the  plate  outwards.  

 
Figure 5.5. Removing the internal plate  
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5.5.  ƤƤĻŹİųĻƬřĻ  <ƤŝķĻĻųĻıƬƠŝıĔųıƃŻŻĻıƬŝƃŻ 

 WARNING 

Risk of personal injury due to electric shock!  

Before connecting the AC cables, ensure all the following requirements are met:  
 An independent AC breaker must be installed on the output side of the inverter to ensure safe 
disconnection from the grid.  
 Before connection, en sure that the AC breakers are in the OFF position . 
 Multiple inverters cannot share one circuit breaker.  
 Do not  connect the lo ad between the inverter and the circuit breaker.  
 Before connection, e nsure that the AC- side equipment is powered off . 
 Ensure the rated power of the load does not exceed the rated output power of the inverter.  
 Before connecting, use a multimeter to verify that the AC voltage measures 0 Vdc.  
 Improper wiring of AC conductors will result in risk s of electrical failure or equipment damage. Ensure 
that all connections are made correctly in accordance with the instructions in this document and in 
accordance with local wiring codes and regulations before applying power to the unit.  

 

{¢Êa<F 

 If the inverter is installed far away from the grid connection point, select a larger cable size to ensure 
that the voltage drops from the grid connection point to the inverter is within 2% of the grid voltage.  

About this task  

For safety and regulation compliance, AC  breakers must be installed on the output side of the inverter . 
Choose appropriate AC breaker according to the recommended cable list  in Section  5.2. You may use 
other sizes based on real needs. 

 
Figure 5.6. AC grid 
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Procedure  

Step 1. Choose the appropriate cables according to the following table . 

Cable 
̸ʩʠϿ̙ <ũƃƃġƆ̹ 

¿ġėũşşġšĝġĝ ėƆũƊƊƊ̾ġėƒŃũšúř úƆġú Stripping  
Length  

¿ġėũşşġšĝġĝ 
ƒũƆƅƗġ H2- 5K- LS3- US H2- 7.6K - LS3- US H2- 9.6K - LS4- US H2- 12K - LS4- US 

GEN ʦ şş˲ ̩ ʡʠ  èY ʨ şş˲ ̩ ʨ  èY ʡʠ şş˲ ̩ ʦ  èY ʡʠ şş˲ ̩ ʦ  èY 10 mm/0.39  inch 

2 {̡ş / 17.70 LB- IN LOAD ʦ şş˲ ̩ ʡʠ  èY ʨ şş˲ ̩ ʨ  èY ʡʠ şş˲ ̩ ʦ  èY ʡʠ şş˲ ̩ ʦ  èY 20 mm/0.79  inch 

GRID ʦ şş˲ ̩ ʡʠ  èY ʨ şş˲ ̩ ʨ  èY ʡʠ şş˲ ̩ ʦ  èY ʡʠ şş˲ ̩ ʦ  èY 20 mm/0.79  inch 

Table 5.4. Recommended specification for  GEN/LOAD/GRID cables 

Step 2. Strip  off  the insulation on the cable ends.  

 

Figure 5.7. Stripping off the insulation  

Step 3. (Optional) If needed, install  a terminal on the cable end  as below: 

Terminal

Cable

PE

N

L1

L2

 
Figure 5.8. Installing  terminals at the cable ends  
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Step 4. Use Insert a flat - head tool into the knockout hole and rotate counterclockwise to remove the filler.  

 
Figure 5.9. Removing the knockout hole fillers  

Step 5. According to the silkscreen, insert the GEN /  LOAD /  GRID cables through the corresponding 
knockout hole . Connect the cables to the corresponding L1, L2, N, and PE terminals. Then, use 
standard  torque to tighten the screws on the terminals to secure the cable connection.  

GRID  
Figure 5.10. Connecting the grid cables  



 ^ʢƊġƆŃġƊ 
 

38 
 

LOAD  
Figure 5.11. Connecting the load cables  

GEN  
Figure 5.12. Connecting the generator cables  



 ^ʢƊġƆŃġƊ 
 

39 
 

5.6. <ũššġėƒƒĿġİĔƬƬĻƠǐƒũ ƒĿġŃšƯġƆƒġƆ 

è ¿{a{Y 

Before connecting the battery cables, ensure all the following requirements are met:  
 A DC breaker must be installed between the inverter and the battery.  Choose appropriate DC breaker 
according to the recommended cable list  in Section 5.2. You may use other sizes based on real needs. 
 Ensure that the DC breaker is in the OFF position.  
 Before connection , use a multimeter to verify that the battery voltage measures 0 Vdc.  
 Do not turn on the battery switch until all cables are properly connected.  

About this task  

ÊĿġ ^ʢ ƊġƆŃġƊ ŃšƯġƆƒġƆ ŃƊ ėũşƃúƒŃĖřġ ưŃƒĿ ƒĿġĶũřřũưŃšķ Ã oĖúƒƒġƆŃġƊ ̘

;Ɔúšĝ <ũşƃúƒŃĖřġ ĖúƒƒġƆƶşũĝġřƊ 

Ã o ;ʢ̾ʥ̘ʠ̾sçʡ̙ ;ʢʥ̘̾ʠ̾sçʢ;̙ʣ̾ʥ̘ʠ̾sç 

Note:  

¶ For battery details, refer to the  user manual of the corresponding battery model . 

¶ The H2 series inverter is only compatible with the batteries listed above . Using any other untested 

battery might cause damage to the inverter and thus void the inverter warranty.  

¶ Some utility compani es or electrical regulation s may require a battery isolator to be installed near 

ƬřĻ ŝŻǉĻƠƬĻƠ <řƃƃƤĻ Ĕ  İĔƬƬĻƠǐ ŝƤƃųĔƬƃƠ ŐƃƠ ƠĻőƱųĔƬŝƃŻ ıƃŹƝųŝĔŻıĻ 

  



 ^ʢƊġƆŃġƊ 
 

40 
 

Procedure  

Step 1. Choose the appropriate cables according to the following table.  

Cable 
̸ʩʠϿ̙ <ũƃƃġƆ̹ 

¿ġėũşşġšĝġĝ ėƆũƊƊƊ̾ġėƒŃũšúř úƆġú Stripping  
Length  

¿ġėũşşġšĝġĝ 
ƒũƆƅƗġ 

H2- 5K- LS3- US H2- 7.6K - LS3- US H2- 9.6K - LS4- US H2- 12K - LS4- US 

BAT+ and BAT-  ʧʠ şş˲ ̩ ʢ̩ʠ  èY ʧʠ şş˲ ̩ ʢ̩ʠ  èY ʩʥşş˲ ̩ ʤ̩ʠ  èY ʩʥşş˲ ̩ ʤ̩ʠ  èY ʢʠ şş ̩ ʠ̘ʧʩ ŃšėĿ ʩ {̡ş ̩ ʨʠ s;a̾{ 

Step 2. ÃƒƆŃƃ ũĶĶ ƒĿġ ŃšƊƗřúƒŃũš ũš ƒĿġ ėúĖřġ ġšĝƊ ̘

 

Figure 5.13. Stripping off the insulation  

Step 3. ašƊƒúřřúš yʡʠ ĖƆũšƾġƒġƆşŃšúř ũš ƒĿġ ėúĖřġ ġšĝ ̘
TerminalCable

 

Figure 5.14. Crimping  terminals on the cable ends  

Step 4. Insert the cables through the BATTERY knockout hole  and connect t hem to the battery terminals 

BAT+  and BAT-  in the junction box . 

BATTERY  
Figure 5.15. Connecting the battery cables  
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5.7.  ƊƊġşĖřġƒĿġ ¼çƊ̾ŃĝġġřġėƒƆŃėúřėũššġėƒŃũš 
Procedure  

Step 1. Choose the appropriate PV cables according to the following table.  

Cable 
̸ʩʠϿ̙ <ũƃƃġƆ̹ 

¿ġėũşşġšĝġĝ 
ėƆũƊƊƊ̾ġėƒŃũšúř úƆġú 

Stripping  length  Recommended  torque  

PV+ and PV-  6 mm² / 10 AWG  20 mm / 0.79 inch 2 N·m / 17.70 LB - IN 

 

Step 2. Strip off the insulation of the cable ends. User cable ferrules if the cable is of multi - strand type.  

 

Figure 5.16. Stripping off the insulation  

Step 3.  (Optional) If needed, install  a terminal on the cable end . 

Cable           Terminal  
Figure 5.17. Crimping  terminals on the cable ends  

 
Step 4. Ensure that  the DC switch on the left side of the inverter is  in OFF position . 

 
Figure 5.18. DC switch in OFF position  
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 NOTICE 

Connect the positive and negative connectors to their respective terminals on the solar panels.  Ensure the connections are 

correct to prevent damage.  

 

Step 5. Insert the PV cables through the PV knockout hole  and connect them  to the PV termina ls in the 
junction box . 

PV  
Figure 5.19. Connecting  the cables to PV1 and PV2 

PV  
Figure 5.20. Connecting  the cables to PV3 and PV4  
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5.8.  ƊƊġşĖřġƒĿġėũşşƗšŃėúƒŃũšėũššġėƒŃũš 
5.8.1. Install the communication module  

About this task  

An RS232 USB communication port is provided at the bottom of the junction box. This port is used to 
connect the communication module , such as a Wi- Fi or AIO3 module. 

4 3 2 1

9 8 7 6 5  

¼Ńš BġƊėƆŃƃƒŃũš 

ʡ Y{B̚ YƆũƗšĝ ưŃƆġ 

ʢ ʤʨʥ ̚ ʤʨʥ ėũşşƗšŃėúƒŃũš ƃŃš   

ʣ ʤʨʥ;̚ ʤʨʥ ėũşşƗšŃėúƒŃũš ƃŃš ; 

ʤ < {s̚ sũư Ɗƃġġĝ < { ƊŃķšúř 

ʥ Ψʥç̚ ¼ũưġƆ ƊƗƃƃřƶ 

ʦ ʢʣʢ¿í̚¿ġėġŃƯġ ĝúƒú 

ʧ ʢʣʢÊí̚ÊƆúšƊşŃƒ ĝúƒú 

ʨ < {^̚ ^ŃķĿ Ɗƃġġĝ < { ƊŃķšúř 

ʩ {Ïss̚ {Ɨřř 

Table 5.5. Pin definitions  

Procedure  

Step 1. On the left  side of the inverter , remove the cover from the 4G/WIFI port.  

Step 2. Insert the communication  module into  the 4G/WIFI port . Rotate the nut to secure the module.  

 
Figure 5.21. Connecting the communication module  
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5.8.2. Connect the communication cable 

5.8.2.1. BMS connection  

Procedure  

Step 1. Connect one end of the network cable to the communication port on the BMS.  

Step 2. Insert the other  end of the  network  cable through the BATTERY knockout hole  of the inverter 

and connect it to the  BMS_CAN port.  

1 3 5 7 9 11

2 4 6 8 1012

1 3 5 7 9 11

2 4 6 8 1012

 

Figure 5.22. Connect the cable to the BMS_CAN port  

 
Figure 5.23. Pin definition of the BMS_CAN port  

1 NC
2 NC
3 NC
4 CANH
5 CANL
6 NC
7 NC
8 NC

BMS_CAN



 ^ʢƊġƆŃġƊ 
 

45 
 

5.8.2.2. CT connection  

Procedure  

Connect the CT wires to pin 1, 2, 3, and 4 on the CN89 terminal in the junction box of the inverter.  

From the CT  To the CN89 terminal  pins  in the inverter  

CT GRID- L1 
Blue wire  1 

White wire  2 

CT GRID- L2 
Red wire  3 

Black wire  4 

 

 

Figure 5.24. CT connection 
  












































































